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Driver can be disassembled and replaced, rotate 30°to fix/remove

1....Can be used as ceiling lamp.

2...Can be used as wall lamp, desk lamp, pendent lamp with E27/B22 socket.
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Technical Parameters

Power parameters 

Power 6W 12W 18W

Input Voltage AC100-240V AC100-240V AC100-240V

Output Voltage DC20-50V DC30-80V DC50-80V

Output Current 240mA 240mA 240mA

Frequency 50/60Hz

Power factor PF≥0.5

Power efficiency η>0.85

 

Lighting parameters

Power 6W 12W 18W
Lumen 390±150lm 780±150lm 1170±150lm
Dimensions ￠120*27mm ￠175*27mm ￠225*27mm

LED Chips 32pcs2835 60pcs2835 96pcs2835

Cut size(mm) ￠105 ￠155 ￠210

Color Temperature 3000/4000/6000K

Color Rendering Index Ra≥80

Operating Temperature -25℃ ～ +40℃

Life-span >50000Hrs

Energy efficiency A+

Appliance Class Class II

Dimension(mm)

Accessory:

lastic expansion tube: 2PCS
M3.5*25 flat head self-tapping screw: 2PCS
  Surface-mount kit:1PC

 E27 socket: 1PC（Included terminal box）For option
   M3*6 Round head self-tapping screw:2PCS




